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Quickscreen configurations

Trade tip: Variable spacing is possible as each slat is
d

90" Fencepanels | [" ed off as needed, any slat spacing is achievable
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o Gates must be 9mm or 20mm spacing
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Quickscreen panel installation
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Take measurement betwaen walls or pasts at 3 points: top, middle

and bottom (Take note of lhe smallest measurement)
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Cut aluminlum slats 12mm less than total width of opening (Refer

1o measurement in step 1)

Tha 12mm daduction takes into account thickness of side frame on bolh sides of

the screen and head ot fixings

Ensure fixings hotding sida frame do not obsiruci slats when dropping In. If so,

you may noaed Lo trim slatls further.

Screw off each slat as It Is dropped In {ensuring each slat Is level)

If spacer blocks used, ramove aftor each lavel is installed.

Screen is now
complete!
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Cut side framea 3mm less than desired helight (3mm allows for the

top cap)

Afflx side frames to wall or post with appropriate fixings
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Drop In aluminium stats
Tip: Ensure bottom siat is level and screw off at both sides

Oplional spacer blocks can be rotated to achieve a 9, 15 or 20mm slat gap. Any
gap can be achieved by leaving a dasired space. Consider using limber black
spacers o achisve other gaps.

Cut snap on fixing cover to appropriats helght
Attach snap on flxing cover to hide screws

Tip: If screen is wider than 1800mm, it is necommended 1o altach the contns
support rail verticaily at the cenire of the screen. Cut cenire support rail 1o
aporopriate height of screen and screw olf (o each siat at back sido of serean

Snap on fixing cover install tip
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Screening spacings

The Quickscreen & Alumawood side frames allow for varlable gap spacing as each slat Is fixed off at desired position. Any gapls
achleveable. Below are spacihcations for the popular spacings of 9mm and 20mm.

The formuia to calculate variable gsp screen helght is: ((65mm (siat height) + desired gap) x number of siats) - desired gap + 3mm {for top cap)
Forexample, a 30mm desired gap with 14 slats: (65 + 30)x 14 - 30 + 3= 1303mmhigh

Quickscreen & Alumawood Quickscreen & Alumawood
9mm spacing 20mm spacing
1eemn Helght #Blades pray Height #Blades
s | - 290mm 4 = 323mm 4
L | 36amm 5 o 408mm 5
- 438mm 6 | | 493mm 6
bl 512mm 7 | 1. 578mm | 7
. lL i : 586mm 8 ' ) d 663mm | 8
- 660mm ) E 748mm )
s ?I 734mm | 10 R — 833mm | 10
£ ! 808mm 1 . 918mm 1
é : 882mm 12 E L 1003mm 12
! ; 956mm 13 [ : } 1088mm | 13
= 1030mm 14 b 1173mm | 14
. 1104mm 15 I . 1258mm 15
- 1178mm 16 1343mm 16
'; | 1252mm 17 | s 1428mm | 17
i 1326mm 18 p 1513mm 18
1 1400mm | 19 i 1598mm 19
1A | 1474mm 20 LA 1683mm 20
P | 1548mm 21 - 1768mm 21
o 1622mm 22 fio 1853mm 22
- 1696mm 23 | ) 1938mm 23
T 1770mm 24 2023mm 24
s 1844mm 25 == 2108mm 25
e 1018mm 26 ! 2193mm 26
1 1992mm 27 | 2278mm | 27
| 2086mm | 28 : 2363mm 28
. 2140mm 29 - | 2448mm 29
- | 2214mm 30 b | 2533mm 30
B 2288mm 31 | 2618mm 31
Fo 2362mm 32 'erTI 2703mm 32
. 2436mm 33 b 2788mm | 33
b 2510mm | 34 ; 2873mm | 34
E 2684mm | 36 : 2058mm | 36
o 2658mm 36 k] 3043mm | 36
2732mm 37 3128mm 37
2806mm 38 3213mm 38
2880mm | 39 3208mm | 39
2954mm 40 | 3383mm 40
3028mm 41 I 3468mm 1
3102mm 42 3553mm 42
*Advised heights Inciude 3mm thick ©p csp gl opap







